SOME OF THE ACTIONS CARRIED OUT ARE: s

e The pedestrianization of spaces reserved for cars and the
conditioning of cycle paths.

The recovery of the previously existing riverbed that takes
clean water from the river Batan, preventing this form
entering the sewage system.

The installation of sustainable drainage systems enhancing
natural rainwater purification.

The planting trees (native species) along the new riverbed
and associated with pedestrian spaces.

The installation of a new lighting system following Starlight
criteria.

The installation of a green facade in the energy
rehabilitation of the Europa CEC.

Permeable paving;
shifted tree pit
composed by soil and grave;
bigger soil volume than "alcorque”

Traditional dry set
masonry wall

Round bedplate —

Riparian forest

'THE PROJECT AND EXECUTION'

Sewage collector

— Recovered riverbed;
consolidation of the river banks
by bioengineering techniques

restrained forest

i 5"; ./ Pedestrian streets
L

Recovered riverbed ]

Riparian forest %

o I o ey . ‘ T -
R e s ; t = ! i ! ;1"’ o 1
'!“ _vavay . &N  — = ,,: g_=;;_l_ |
3 ﬁ ."Y'"'"-b.., P =Y 7 r““('“r‘w‘“""’\“h#
. 8 Bt
&)
—% Calm waters '

Round bedplate restrained forest

kg
IMM | WW”UM i
I i -
F I 18 T TR L ¥ -.:l.l"w‘lﬂ:f e
e s g~ i e ol el g e
!5 Colonizer birch forest
| !
| l Greenning tramway, sedum plantation
- s . . ]
Bus stop on raised platform Bi-directional bike lane g
( Nantes-type) | * ‘
N ] H 1 L

£
B

Traditional dry se%masonry wall City convention Center, green wall [l

Sewage collector

Flood allevation and infiltration

L——— Bus stop on raised platform — Bi-directional

( Nantes-type) bike lane;
greenning tramway
( previously asfalted)

Main pedestrian walkway

Ll
-
Z
|-|>J
<<
N
i
-
28
<<
o
Ll
u
=
L
O
Z
O
|_
<C
=
o
®)
L
N
Z
<
o
|_
Z
<C
o
o
D
——

™M
S~
(QV|
™M
e
P
)

green capital I




